Environmental information system and odour monitoring based on citizen and technology innovative sensors : first investigation by Romain, Anne-Claude et al.
Environmental Information System and Odour Monitoring based on Citizen and Technology Innovative Sensors : first investigation

A-C Romain1, V. Hutsemekers1, J. Delva2, Ph. Ledent3, B. Stevenot6, W. Kunz4, U. Uhrner5, Y. Arnaud3, A. De Groof3, G. Grosso5, Ph. Valoggia7, L. Johannsen7
1ULg, Belgium ; 2Odometric, Belgium ; 3Spacebel, Belgium;4KTT-IMA, France;5Tecnhische universitaet Graz, Austria; 6APS Technology, Belgium ; 7CRP HTudor, Luxembourg.
†E-mail: acromain@ulg.ac.be





Emitted by industry, landfill or livestock breeding, odour is listed as the second source of complaints by ADEME in France and the Environmental Policy in Wallonia (Belgium). Odour cannot be monitored or regulated like a pollutant: its perception is linked to a human sense; it must be evaluated in terms potential annoyance on people []. Industrials usually develop strategies to mitigate the olfactory impact on the neighbours, in the framework of the existing regulations, though, citizens are up to now, “victims” appealing against odour nuisance. 
The scope of OMNISCIENTIS European project (FP7-start in October 2012) is to consider a triangle of the stakeholders: the source of nuisance, the citizens living in the neighbourhood, the authorities at various levels. The challenge is the integration of citizens as “community-based” observation providers, giving the odour perception and discomfort in real time and getting the feed-back in real time from a learning monitoring system. 









Figure 1: Architecture of the OEIS
 
This paper presents the preliminary results obtained by one of the components of the Odour Environmental information system (in situ odour sensors).

Material and Methods
In the OMNISCIENTIS solution, the neighbours (citizens) can use a mobile device (Smartphone, Tablet) to provide information and get direct feedback. The odour experts will use information from the mobile devices to help in calibrating the measuring equipment and to assist in performing assessments in the field.
The solution will be tested and validated on the field, using two distinct pilot cases: a pig fattening farm in Austria and a major industrial site in Belgium.

The first odour data are obtained by usual approaches such as dynamic olfactometry, physico-chemical analysis and e-nose. The aim of these initial measurements is to estimate the odour emission rate (in ou/s), which can subsequently be used in dispersion models to assess the odour annoyance zone.
rESULTS
A preliminary odour measurement campaign has been performed in a pig farm, in Gosdorf (Austria), in two different fattening pig units, from 27 to 28 March 2013, a period that corresponds to the end of the first fattening period. The pig farm includes stables (A) which contain 100 pigs of 90 kg and stables which contain 40 pigs of 100 kg (B). 
To be able to monitor continuously the odour flow rate, this project aims to install e-noses in the farm. An initial test has been performed with a home-made electronic nose. The instrument was developed in the University of Liege and consisted in a six-sensor metal-oxide sensor array (FigaroTM) arranged in a PTFE 200 ml-chamber. []. 
The first results (table 1; figure 2) show, rather obviously, that the odour variables are linked to the number of pigs.

	A (100 pigs. 90kg)	B (40 pigs, 100 kg)
Odour concentration average (uoE/m3) 	6917 (in the stack)	3252
NH3 concentration (ppmv)	30	10
H2S Concentration (ppmv)	0.5	0.6 









Table 1: odour results in the pig farm		

Figure 2: real time monitoring e-nose’s signals

Several measurements have been also realized in an industrial site in Belgium (table 2). 


Table 2: odour data set measured in an industrial site

Conclusions
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